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Chapter 15 – Lab/Student
 

15.5.1 Lab: Install a Wireless NIC in Windows XP
Introduction

Print and complete this lab.

In this lab, you will install and configure a wireless NIC.
Recommended Equipment

· A computer with Windows XP installed
· Empty PCI slot on the motherboard
· A wireless access point or router
· A wireless PCI NIC
· An antistatic wrist strap
Step 1

Turn off your computer. If a switch is present on the power supply, set the switch to “0” or “off”. Unplug the computer from the AC outlet. Remove the side panels from the case. 
Put on the antistatic wrist strap and attach it to an unpainted metal surface of the computer case.

Choose an appropriate slot on the motherboard to install the new wireless NIC. 
You may need to remove the metal cover near the slot on the back of the case.
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Make sure the wireless NIC is properly lined up with the slot. Push down gently on the wireless NIC. 
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Secure the wireless NIC mounting bracket to the case with a screw. 
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Attach the antenna to the antenna connector on the back of the computer.

Disconnect the antistatic wrist strap. Replace the case panels. Plug the power cable into an AC outlet. If a switch is present on the power supply, set the switch to “1” or “on”.

Step 2
Boot your computer, and then log on as an administrator.

The wireless NIC will be detected by Windows. The “Found New Hardware Wizard” window will appear.
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Click the Yes, this time only radio button, and then click Next.
Insert the manufacturer’s CD.

Click the Install the software automatically (Recommended) radio button, and then click Next.
[image: image5.png]Found New Hardware.

izard

This wizard helps you nstal software for

Etheret Contaller

1If your hardware came with an installation CD
&2 or floppy disk. insert it now.

What do you want the wizaid o do?

rstal i saivare autsmatoaly (Hessmmandsdl
Instalrom a st or speciic locaton (Advanced)

Clck Net o contiue.





Step 3
Right-click My Computer, and choose Manage.

Choose Device Manager, and then expand “Network Adapters”.
What network adapters are installed in the computer?
[image: image6.png]=lolx|

|=) e Acton View Window el

Shared Foders
Local Users and Groups
Performance Logs and A
e
= & storage

Removable storage

|=isix]
LAl
[EJ Computer Management (Local) Batteries H
T System Toats e
&l Event viewer = ormedrives

2 Display adapters

), DVD/CD-ROM drives.

23 Human Interface Devices

2 TDE ATA/ATAP controllers.

S TEEE 1394 Bus host controllers
2 Keyboards

) Mice and other pointing devices.
L Modems

5 Monitors

£ 59 Network adapters

B 1394 Nt Adapter

8 Marvell Yukon BBEB038 PCI-E Fast Ethernet Controller
‘59 Realtek RTL8187 Wireless 802.11g 54Mbps USB 2.0 Networ
PCHCIA adapters

PCHCIA and Flash memory devices
Processors

), Sound, video and game controllers.
) System devices

P





Close the “Computer Management” window.

Step 4
Choose Start. 

Right-click My Network Places, and then choose Properties. 
Double-click the wireless NIC, and then click the Properties button.

Choose Internet Protocol (TCP/IP), and then click the Properties button.
Click the Obtain an IP address automatically radio button.
Click the Obtain DNS server address automatically radio button.

Click OK.
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Step 5
Choose Start > Run. 
Type cmd, and then press the Enter key.

Type ipconfig /all, and then press the Enter key.
What is the IP address of the computer?
What is the subnet mask of the computer?

What is the default gateway of the computer?

What are the DNS servers for the computer?

What is the MAC address of the comptuer?
Is DHCP Enabled?
What is the IP address of the DHCP server?

Step 6

A wireless NIC may also be configured with a static IP address. 

Choose Start. 

Right-click My Network Places, and then choose Properties. 

Double-click the wireless NIC, and then click the Properties button.

Choose Internet Protocol (TCP/IP), and then click the Properties button.
Click the Use the following IP address radio button. Type the IP address, subnet mask and default gateway addresses from step 5.

Click the Use the following DNS server address radio button. Type the DNS address from step 5.

Click OK.
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Step 7

Choose Start > Run. 

Type cmd, and then press the Enter key.

Type ipconfig /all, and then press the Enter key.

Is DHCP Enabled?

Step 8

Return the NIC to original settings.

Choose Start. 

Right-click My Network Places, and then choose Properties. 

Double-click the wireless NIC, and then click the Properties button.

Choose Internet Protocol (TCP/IP), and then click the Properties button.
Click the Obtain an IP address automatically radio button.

Click the Obtain DNS server address automatically radio button. 

Click OK.[image: image9.jpg]
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