CCNA 2 Module 9 Lab Table Descriptions.
Lab 9.1.1-Using show ip route to Examine Routing Tables.

Table 1.

Router Designation 

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Fast Ethernet 0 Address

Router 1-172.17.0.1

Router 2-172.18.0.1

Interface Type

Router 1-DCE

Router 2-DTE

Serial 0 Address

Router 1-172.17.0.1

Router 2-172.17.0.2

Subnet Mask for both Interfaces.

Router 1-255.255.0.0
Router 2-255.255.0.0

Enable Secret password

Router 1-class

Router 2-class

Enable VTY and console password

Router 1-cisco

Router 2-cisco
Lab 9.1.2 Gateway of Last Resort

Table 1.
Router Designation

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Fast Ethernet 0 Address

Router 1-172.16.0.1

Router 2-172.18.0.1

Interface Type 

Router 1-DCE
Router 2-DTE

Serial 0 Address

Router 1-172.17.0.1

Router 2-172.17.0.2

Subnet Mask for both Interfaces.

Router 1-255.255.0.0

Router 2-255.255.0.0

Enable Secret password

Router 1-class

Router 2-class
Enable VTY and console password

Router 1-cisco

Router 2-cisco
Lab 9.1.8 Last Resort Update
Table 1.
Router Designation

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Fast Ethernet 0 Address

Router 1-172.16.0.1

Router 2-172.18.0.1

Interface type

Router 1-DCE

Router 2-DTE

Serial 0 Address
Router 1-172.17.0.1

Router 2-172.17.0.2

Subnet Mask for both interfaces

Router 1-255.255.0.0

Router 2-255.255.0.0

Enable secret password

Router 1-class

Router 2-class

Enable VTY and console password

Router 1-cisco

Router 2-cisco

Lab 9.2.6 Troubleshooting Using “PING” and “TELNET”

Table 1.

Router Designation

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Enable secret password

Router 1-class

Router 2-classR
Enable  VTY and console passwords

Router 1-cisco

Router 2-cisco

Routing protocols

Router 1-RIP

Router 2-RIP

Table 2.

Router Designation

Router 1

Router 2

IP Host Table Entry
Router 1-BHM

Router 2-GAD

Fast Ethernet 0 address.

Router 1-192.168.14.1

Router 2-192.168.16.1

Interface type Serial 0

Router 1-DCE

Router 2-DTE

Serial 0 address

Router 1-192.168.15.1

Router 2-192.168.13.1

Interface type Serial 1

Router 1-DCE

Router 2-DTE

Serial 1 address

Router 1-192.168.15.2

Router 2-192.168.13.2

Subnet Mask all addresses
Router 1-255.255.255.0

Router 2-255.255.255.0

Lab 9.3.4 Troubleshooting Using “Traceroute”

Table 1.

Router Designation

Router 1

Router 2

Router 3

Router Name

Router 1-Gad

Router 2-BHM

Router 3-PHX

Enable secret password

Router 1-class

Router 2-class

Router 3-class

Routing Protocol

Router 1-RIP

Router 2-RIP

Router –RIP

RIP Network Statements.

Router 1-192.168.14.0, 192.168.15.0

Router 2-192.168.15.0, 192.16813.0

Router 3-192.168.13.0, 192.168.17.0
Table 2.

Router Designation

Router 1

Router 2

Router 3

Fast Ethernet 0 address

Router 1-192.168.14.1

Router 2-192.168.16.1
Router 3-192.168.17.1

Interface type Serial 0

Router 1-DCE

Router 2-DTE

Router 3-N/A

Serial 0 Address

Router 1-192.168.15.1

Router 2-192.168.15.2

Router 3-No address

(table continues on next page)

Interface type Serial 1

Router 1-N/A

Router 2-DCE

Router 3-DTE
Serial 1 Address
Router 1-No address

Router 2-192.168.13.1

Router 3-192.168.13.2

Subnet Mask all addresses.

Router 1-255.2565.255.0

Router 2-255.255.255.0

Router 3-255.255.255.0

IP Host table entries.

Router 1-BHM, PHX

Router 2-GAD, PHX

Router 3-GAD BHM

Lab 9.3.5 Troubleshooting Routing Issues with “Show ip route” and “show ip protocols”.
Table 1.

Router Designation.

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Fast Ethernet 0 address

Router 1-192.168.1.1

Router 2-192.168.3.1

Interface type

Router 1-DCE

Router 2-DTE

Serial 0 address

Router 1-192.168.2.1

Router 2-192.168.2.2

Subnet Mask for both interfaces

Router 1-255.25.255.0

Router 2-255.255.255.0

Enable secret password

Router 1-class

Router 2-class

Enable VTY and console password

Router 1-cisco

Router 2 cisco
Lab 9.3.7 Troubleshooting Routing Issues with “Debug”
Table 1.

Router Designation.

Router 1

Router 2

Router Name

Router 1-GAD

Router 2-BHM

Fast Ethernet 0 Address

Router 1-192.168.1.1

Router 2-192.168.3.1

Interface type

Router 1-DCE

Router 2-DTE

Serial 0 Address

Router 1-192.168.2.1

Router 2-192.168..2.2

Subnet mask for both interfaces

Router 1-255.255.255.0

Router 2-255.25.255.0

Enable secret password

Router 1-class

Router 2-class

Enable VTY and console password

Router 1-cisco

Router 2-cisco
