CCNA3 - Module 1 – Lab Tables

Lab 1.2.3 - Review Of Basic Router Configuration With RIP

Description 

Two Routers (Router 1, Router 2) are connected via Serial 0, 

Router 1 has a Switch connected via FastEthernet 0, PC connected via Switch 

Router 2 has a PC connected via FastEthernet 0

Router 1 – Configuration

Hostname – GAD

Enable Secret Password – class

VTY, Console Password – cisco

Interface Type - DCE

Serial 0 Address – 172.17.0.1

FastEthernet 0 Address – 172.16.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Router 2 – Configuration

Hostname – BHM

Enable Secret Password – class

VTY Console Password – cisco

Serial 0 Address – 172.17.0.2

Interface Type - DTE

FastEthernet 0 Address – 172.18.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Lab 1.2.4 – Converting RIPv1 to RIPv2

Description 

Two Routers (Router 1, Router 2) are connected via Serial 0, 

Router 1 has a Switch connected via FastEthernet 0, PC connected via Switch 

Router 2 has a PC connected via FastEthernet 0

Router 1 – Configuration

Hostname – GAD

Enable Secret Password – class

VTY, Console Password – cisco

Interface Type - DCE

Serial 0 Address – 172.17.0.1

FastEthernet 0 Address – 172.16.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Router 2 – Configuration

Hostname – BHM

Enable Secret Password – class

VTY Console Password – cisco

Interface Type - DTE

Serial 0 Address – 172.17.0.2

FastEthernet 0 Address – 172.18.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Lab 1.2.5 – Verifying RIPv2 Configuration

Description 

Two Routers (Router 1, Router 2) are connected via Serial 0, 

Router 1 has a Switch connected via FastEthernet 0, PC connected via Switch 

Router 2 has a PC connected via FastEthernet 0

Router 1 – Configuration

Hostname – GAD

Enable Secret Password – class

VTY, Console Password – cisco

Interface Type - DCE

Serial 0 Address – 172.17.1.1

FastEthernet 0 Address – 172.16.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Router 2 – Configuration

Hostname – BHM

Enable Secret Password – class

VTY Console Password – cisco

Serial 0 Address – 172.17.1.2

Interface Type - DTE

FastEthernet 0 Address – 172.18.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Lab 1.2.6 – Troubleshooting RIPv2 Using debug

Description 

Two Routers (Router 1, Router 2) are connected via Serial 0, 

Router 1 has a Switch connected via FastEthernet 0, PC connected via Switch 

Router 2 has a PC connected via FastEthernet 0

Router 1 – Configuration

Hostname – GAD

Enable Secret Password – class

VTY, Console Password – cisco

Interface Type - DCE

Serial 0 Address – 172.17.1.1

FastEthernet 0 Address – 172.16.0.1

Subnet Mask Both Interfaces – 255.255.0.0

Router 2 – Configuration

Hostname – BHM

Enable Secret Password – class

VTY Console Password – cisco

Serial 0 Address – 172.17.1.2

Interface Type - DTE

FastEthernet 0 Address – 172.18.0.1

Subnet Mask Both Interfaces – 255.255.0.0

