CCNA3 – Module 6 – Lab Tables

Lab 6.2.2 – Basic Switch Configuration

Description

One Switch (Switch 1)

Switch 1 has 2 PC’s connected to it via Straight-through cable on ports FA0/1 and FA0/4 

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

Lab 6.2.3 – Managing the MAC Address Table

Description

One Switch (Switch 1)

Switch 1 has 2 PC’s connected to it via Straight-through cable on ports FA0/1 and FA0/4 

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

VLAN 1 IP Address – 192.168.1.2

Default Gateway IP Address – 192.168.1.1

Subnet Mask – 255.255.255.0

Lab 6.2.5 – Configuring Port Security

Description

One Switch (Switch 1)

Switch 1 has 2 PC’s connected to it via Straight-through cable on ports FA0/1 and FA0/4

There is 1 PC, which is not connected to anything

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

VLAN 1 IP Address – 192.168.1.2

Default Gateway IP Address – 192.168.1.1

Subnet Mask – 255.255.255.0

Lab 6.2.6 – Add, Move, and Change MAC Addresses

Description

One Switch (Switch 1)

Switch 1 has 2 PC’s connected to it via Straight-through cable on ports FA0/1 and FA0/4 

There is 1 PC, which is not connected to anything

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

VLAN 1 IP Address – 192.168.1.2

Default Gateway IP Address – 192.168.1.1

Subnet Mask – 255.255.255.0

Lab 6.2.7b – Managing Switch Startup Configuration Files

Description

One Switch (Switch 1)

Switch 1 has 1 PC connected to it via Straight-through cable on Port FA0/1

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

VLAN 1 IP Address – 192.168.1.2

Default Gateway IP Address – 192.168.1.1

Subnet Mask – 255.255.255.0

Lab 6.2.9 – Firmware Upgrade of a Catalyst 2950 Series Switch

Description

One Switch (Switch 1)

Switch 1 has 1 PC connected to it via Straight-through cable on Port FA0/1

Switch 1 – Configuration

Hostname – ALSwitch

Enable Secret Password – class

Enable VTY, Console Password – cisco

VLAN 1 IP Address – 192.168.1.2

Default Gateway IP Address – 192.168.1.1

Subnet Mask – 255.255.255.0

