CCNA4 – Module 3 – Lab Tables

Lab 3.1.7 – Troubleshooting a Serial Interface

Description

Two Routers (Router 1, Router 2)

Router 1 is connected via serial to Router 2

Router 1 – Configuration

Hostname – London

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.1

Interface Type Serial 0 – DCE

Subnet Mask – 255.255.255.0

Router 2 – Configuration

Hostname – Paris

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.2

Interface Type Serial 0 – DTE

Subnet Mask – 255.255.255.0

Lab 3.3.2 – Configuration PPP Encapsulation

Description

Two Routers (Router 1, Router 2)

Router 1 is connected via serial to Router 2

Router 1 – Configuration

Hostname – Washington

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.1

Interface Type Serial 0 – DCE

Subnet Mask – 255.255.255.0

Router 2 – Configuration

Hostname – Dublin

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.2

Interface Type Serial 0 – DTE

Subnet Mask – 255.255.255.0

Lab 3.3.3 – Configuration PPP Authentication

Description

Two Routers (Router 1, Router 2)

Router 1 is connected via serial to Router 2

Router 1 – Configuration

Hostname – Madrid

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.1

Interface Type Serial 0 – DCE

Subnet Mask – 255.255.255.0

Router 2 – Configuration

Hostname – Tokyo

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.2

Interface Type Serial 0 – DTE

Subnet Mask – 255.255.255.0

Lab 3.3.4 – Verifying PPP Configuration

Description

Two Routers (Router 1, Router 2)

Router 1 is connected via serial to Router 2

Router 1 – Configuration

Hostname – Brasilia

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.1

Interface Type Serial 0 – DCE

Subnet Mask – 255.255.255.0

Router 2 – Configuration

Hostname – Tokyo

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.2

Interface Type Serial 0 – DTE

Subnet Mask – 255.255.255.0

Lab 3.3.5 – Troubleshooting PPP Configuration

Description

Two Routers (Router 1, Router 2)

Router 1 is connected via serial to Router 2

Router 1 – Configuration

Hostname – London

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.1

Interface Type Serial 0 – DCE

Subnet Mask – 255.255.255.0

Router 2 – Configuration

Hostname – Paris

Enable Secret Password – class

Enable VTY, Console Password - cisco

Serial 0 Address – 192.168.15.2

Interface Type Serial 0 – DTE

Subnet Mask – 255.255.255.0

